
Product Snapshot

Tower Rating: 500-1400 VA

Input/Output  110/120 Vac; 
Voltage: 220/230/240 Vac

Frequency: 50/60 Hz
 (auto-sensing)

Configuration: Tower

500-1400 VA

Powerware® 5115

Uninterruptible Power System

Product Focus

The cost-effective Powerware 

5115 uninterruptible power 

system (UPS) is designed to 

protect NT workstations, small 

servers, hubs, routers, PCs, 

and other electronic equip-

ment from power disturbances. 

Ideally suited for small to 

medium-sized businesses, the 

Powerware 5115 UPS features 

both USB and serial ports to 

facilitate LanSafe software com-

munication.  

To prolong battery service life, 

the Powerware 5115 incorpo-

rates ABM Technology, which 

increases battery service life, 

optimizes recharge time for 

quick recovery after power out-

ages, and provides advanced 

warning of the end of useful 

battery life. In addition, incom-

ing voltage fluctuations are 

corrected so they do not affect 

the performance of connected 

equipment. 

Unlike other competitive UPSs 

in its class, which use a simu-

lated sine wave, the Powerware 

5115 provides pure sine wave 

output during battery opera-

tion. As a result, the connected 

load continues to receive a 

quality electrical waveform and 

operates smoothly even during 

power outages. 

To preserve data integrity, the 

Powerware 5115 is bundled with 

the Powerware Software Suite, 

which contains exclusive power 

management software featur-

ing extensive power monitoring 

and control capabilities. Backed 

by superior performance, the 

Powerware 5115 UPS keeps 

your equipment up and running 

without interruption.

Features
• Extends battery service life and provides advanced warning of 

the end of useful battery life with ABM® Technology

• Delivers smooth, continuous power with pure sine wave output

• Regulates power fluctuations with Buck and Boost voltage 
regulation

• Protects equipment connected by network or phone wiring from 
“back door” power surges with a Network Transient Protector

• Minimizes downtime with hot-swappable batteries

• Communicates with LanSafeTM power management software via 
serial and USB ports

• Ensures data integrity with the Software Suite CD

• Warranty (US and Canada)

  - 2-Year Limited Warranty

  - 10-Year Pro-Rated Warranty

  - $25,000 Load Protection Guarantee



Data based on tests performed by an independent battery manufacturer.

USB Communication Port

Serial Communication Port

On/Off Button (Start-On-Battery: Power 

up UPS in absence of utility power)

Self-Test/Alarm Silence Button

Network 

Transient 

Protector

Power On

On Battery

Overload

Service



Powerware 5115 Rear Panels

230V Models

120V Models

A.  Site Wiring Fault Indicator

B.  Serial Communications Port

C.  DIP Switches (voltage 

     selection)

D.  USB Communication Port

E.  5-15 Receptacles

F.   5-15 Plug (90º angle)

G.  Network Transient Protector

H.  10A, IEC-320 Receptacles

I.   10A, IEC-320 Input Connector

J.  Input Overcurrent Protector
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BATTERY RUNTIMES (IN MINUTES)

 Load PW5115 500(i)  PW5115 750(i) PW5115 1000(i) PW5115 1400(i)

200 VA/128W 17 38 41 58      

300 VA/192W 11 27 28 41      

500 VA/320W 5 14 15 28      

600 VA/402W  9 10 19      

750 VA/503W  6 8 14      

900 VA/603W   6 10      

1000 VA/670W   5 8      

1200 VA/804W    6      

1400 VA/938W    5      

This guide provides typical application information. Battery runtimes are approximate and may vary with equipment, configuration, disk access, battery age, tempera-
ture, etc.
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